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SET TIMER TO TRANSMIT A MESSAGE TO REMOTE UNIT AT A FIRST RATE [-201 







RAN DETERMINES A CHANNEL CONDITION FOR THE COMMUNICATION LINK 
BETWEEN REMOTE UNIT AND RAN 101 






RAN THEN ADJUSTS THE TIMER TO TRANSMIT THE MESSAGE TO REMOTE UNIT 
AT A SECOND RATE BASED ON A CHANNEL CONDITION METRIC 
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FIG. 2 
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FIG. 3 
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I CONTROL CIRCUITRY RECEIVES A BER FOR UPLINK COMMUNICATION SIGNAL^ / 

[cont rol circuitry accesses timer to modify a polling rate h oj 
jL 



TIMER ACCESSES TRANSMIT CIRCUITRY AT THE POLLING RATE TO INSTRUCT | 405 
TRANSMIT CIRCUITRY TO TRANSMIT CONTROL MESSAGES p 



FIG. 4 



CONTROL CIRCUITRY RECEIVES A BER FOR DOWNLINK COMMUNICATION SIGNAL [ -501 



CONTROL CIRCUITRY ACCESSES TIMER TO MODIFY A TRANSMIT RATE [-503 
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TIMER ACCESSES TRANSMIT CIRCUITRY TO INSTRUCT TRANSMIT CIRCUITRY 
TO TRANSMIT STATUS MESSAGES AT THE TRANSMIT RATE 
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FIG. 5 
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